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RESTORATION AND TREE & SHRUB PLANTING DETAILS
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Cosmos

Associates

Landscape Architects

& Site Planners

5 Longview Street

Natick, MA 01760

p: 508.654.6847

www.cosmosassociates.com

PLANT  LIST:

PLANTING  NOTES:

1. Trees and shrubs shall be uniform, full and bushy, and well branched

    specimen plants.  All plants to be approved by the Landscape Architect.

2. Plants shall be balled and burlapped or container grown.

3. Plants to conform to the requirements established in 'American

    Standards For Nursery Stock', latest edition.

4. Plant beds to receive 3-inch minimum depth of shredded bark mulch.

    Contractor to submit bark samples for approval.

5. Plant materials shall be guaranteed for 1-year after installation.

Call DIGSAFE, 1-888-344-7233,

for location and marking of all

utilities prior to any excavation.

Private utilities may require

additional marking and

investigation.

DRAWN  BY:           REC

Set tree plumb on firm soil.

Maintain same relationship

to finish grade after

planting, as it did at the

nursery (trunk flare to be

2-3" above finished grade).

Scale: 1/2" = 1' - 0"

NOTES:

1. Flood saucer twice during the first 24-hours after planting.

2. Soak each tree twice weekly, for (3) weeks after fall planting.

3. Soak each tree twice weekly, during spring and summer planting.

Cut and remove burlap

from top 1/3 of root ball.

If plastic wrap, remove

entirely.  If the root ball

is encased in a wire

basket, remove top 1/2.

Finish grade -

See plan for material.

Compacted or

undisturbed subgrade.

Mound soil in center of plant pit to

support root ball at required elevation.

Planting soil mix:

1 part peat moss &

4 parts topsoil.

Mix in 2 parts soil

from excavated hole.

3" minimum

mulch depth

with saucer.

Hold back

from trunk.

Do not prune tree's leader.  No pruning / cutting

of the tree shall be done unless directed by the

landscape architect.

Cut and remove burlap, rope and / or ties, etc.,

from trunk and branches of tree.

Tree shall bear same relation to finish grade as

it did to previous grade.  Remove extra soil from

trunk flare and top of rootball.

TYP. EVERGREEN TREE PLANTING

1

Set tree plumb on firm

soil.  Maintain same

relationship to finish grade

after planting, as it did at

the nursery.

2

TYP. DECIDUOUS TREE PLANTING

Scale: 1/2" = 1' - 0"

NOTES:

1. Soak each tree twice weekly, for (3) weeks after fall planting

2. Soak each tree twice weekly, during spring and summer planting.

3. Contractor to provide a price for staking of each individual tree.

Never cut a leader.

Cut and remove burlap

from top 1/3 of root ball.

If plastic wrap, remove

entirely.  If the root ball

is encased in a wire

basket, remove top 1/3.

Finish grade -

See plan for material.

Compacted or

undisturbed subgrade.

Mound soil in center of plant pit to

support root ball at required elevation.

Planting soil mix:

1 part peat moss &

4 parts topsoil.

Mix in 2 parts soil

from excavated hole.

3" min. mulch depth

with saucer.  Hold

back from trunk.

Cut and remove burlap

from trunk of tree.

Tree shall bear same

relation to finish grade as

it did to previous grade.

3

TYPICAL SHRUB PLANTING

Scale: 

3

4

" = 1' - 0"

Planting soil mix:

1 part peat moss &

4 parts topsoil.

Existing subgrade.

3" min. mulch depth, with

saucer.  Hold back from

trunk.

Set shrub plumb on firm

soil.  Maintain same

relationship to finish grade

after planting, as it did in

the nursery.

NOTES:

1.  New shrub beds to have a minimum of one foot planting soil.

2. Shrubs to be full and bushy.

Cut and remove burlap

from top 1/3 of root ball.

If plastic remove entirely.

Finish Grade -

See plan for material.

6. Plant materials shall be field located and approved by the Landscape

    Architect.

7. Plant beds at perennials to have a 6-in. min. depth of loam.  Loam at

    trees, shrubs, and ornamental grass locations to be depth of root ball.

8. Loam (6" minimum depth) and seed all lawn areas and disturbed areas

    not noted to receive other treatment.

9. Plant substitutions will be allowed based on best availability of nursery

    stock, with all substitutions to be approved by Landscape Architect.

PLANTING PLAN ENLARGEMENT:


